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SECURITY AS
TOP PRIORITY

Acoustic comfort

A quiet environment is the basic feature of infant incubators, but
incubator SHELLY has brought it te perfection - the nolse level in the
patient space is only 38 dB.

Thermal comfort
An air curtain is automatically activated when the incubator door is
opaned, which reduces heat loss.

Protection can be enhanced by a "click-in™ double walled cover,
which creates a more stable environment and provides an extra
acoustic barrier.

Sophisticated alarm announcement system
As we care about the safety of small patients we have developed
a sophisticated alarm announcement system.

Two-stage light and acoustic signalling system exactly reflects the
patient's condition:

Stage 1: caution, stage 2: warning

The cause of the incubator alarm and advice how to solve it appears
on the sereen, and thus allows the doctor or the nurse to solve poten-
tial problems effectively.
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We know that the perfect place
for an immature baby is in the
mother's womb and we try

to converge towards to such
conditions as much as possible.

Dual control

To provide even greater safety there is dual microprocessor control
of all functions - everything Iz checked twice, by two independent
Processors,

Vital functions monitoring

TSE selected Masimo Rainbow SET® is the first and only technology
platform capable of non-invasive and continuous measurement of to-
tal hemoglobin (SpHb™) and pleth variability index (PVi®), in addition
to oxyhemoglobin (8p0, ), perfusion index (Pl), and pulse rate [FR).
These measurements provide additional physiclogical data at the
point-of-care that can help clinicians assess patient status and detect
adverse conditions much earlier.

Masimo Pulze Oximetry technology provides superior performance
and reliable readings under challenging conditions Hke low perfusion
and patient movemnent.

The monitoring system iz fully integrated into the display, which
allows setting of alarm limits, as well as continuous recording of
measured values and trends.

| want to
spend time
caring of my
patients, not
incubator.

FOCUSED ON
THE NURSES

Cleaning and disinfection

The unigue system of incubator SHELLY was designed not only for
easy aperation but also for effective cleaning, Smooth and simple de-
sign of the incubator with only a few detachable parts which are easy
to disassemble and clean minimizes the time of entire procedure.
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(SMART DESIGN
MODERN TECHNOLOGY
 INNOVATIVE FUNCTIONS

The shage of the top cover allows
undistoried view of the patient,

Daubla wallsd “chek-n” cover

creates mare stable environment

and serves as an scoustic barner.
L.

-

Dual temperaturs probes enable
manitoring of the central and
peripheral temperatures.

L%

Tha window that rever mists
ower allows medical staff tomanitor

the young patient eden at high levels
of hamidification,
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Thi functional rack with a hook
for infuslon may be serviced from
bath sides of the incubator, can be
turmed g to 45" and il sllowe 1o
supplement the required numbser of
shebves or devices.

U

The % colour LED display can be
smaothly pasitioned and ratated to
any angle according to the needs of
theoperator and so it is legible even
fram & langer distancs

Easy and lockable cantrol with
colour-coded paramebers improves
the serviceability of the ncubatar.
Imtuitive "step by step” text
navigation facilitates incubator
operation with instructions for
consequent steps,

The courss of trastman i
manitoeed by a uniqua irend
system which enables comparisan
of mare paramelens, with records
avary 2 méinutns far 14 days,
inchuding assignmentof the recards
tar thet child patient's Gard sitiested
in the incubater and thas gives
doctors a perfect overview of the
patient’s condtion.

& holder of hoses for ventilation,
suction and feod supply, located
neatly mside e incubator on a
3607 revolving head.

Integrated high precision scales
measure and record walght
Ircrements of the child in 2 table
and gragh.

An integrated servo-controlled air
humidification system indicales
low water level and allows a 100%
sterilization by autoclave.

Eure rall providas cppartunities
for fiexibée fiaation of optianal
accessories at the head and Toot
af the patsnt or the location of
additional shelwes.

A lpwer shelf and opthanal
storage drawers provide safe

and hygienic starags of healthcars
material and all the ofher things.

Deuble-sided pedals lor
comiortable and wary guist hasght
adpustment of the incubator
according (o the nursing staff,
suppart a camfartable wark
environment, as well as
kangarocing during Family visits,

Plexighas cover anddoor enable high
visibility of the child at all times.

An adjustabbe bed, sxtenaibie to
bath sides, which can ba rotatad
by 457 at the patient's head,
Faciitates access to treat ment, care
and forming emotional bonds with
Fammily.

A drawer for on Xeay easistte (2 8
part of the bed.

|RIS ports sllow easy access to
thie patéent while maintaining high
hygiene and temperatusre stahbility
requirements

5 port holes, 10 hose inputs and
tw enirance doars tii-able by
180 facilitate access to the patkent
during medical brestments and
Uharapies,
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FROM THE

CUSTOMER'S VIEW

| could choose incubator
configuration according to
the needs of our hospital.

A European manufacturer as a guarantee of quality
Robust durable construction and low failure rate of the incubator
ensures low maintenance costs and service and offers a truly
valuable and economical solution for various clinical environments.

Maximum flexibility

‘We can customize the incubator according to the individual
needs of our customers and more than meat their special needs
and wishes. The possibility of optional medules transforms a stan-
dard incubator inte an intensive care model.

High quality oxygen sensors

Routine procedures such as calibration of the oxygen sensor is now
a thing of the past. We offer a cholce of better oxygen sensors with
longer life and extended calibration intervals.

Compact design

Anumberof integrated functions often leads to the increase of spatial
wolume of incubators. Incubator SHELLY has, however, kept a com-
pact design that suits with it's dimensions smaller neonatologi-
cal werkplaces.

COMPLEMENTARY AND OPTIONAL ACCESSORIES

*+ Monitoring of vital functions with MASIMO Sp0,

= Dual temperature probes

* Oxygen (O} regulation

= Integrated weighing scale

= Double Plexiglas wall

= Holder of hoses for ventilation, suction and food supply
= Examination light

= IRIS hand port
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+ Infusien hook

+ Additional shelf for IV pole

= Additional shelf for Euro rail

+ Cloged storage boxes on the lower part - 2 pes.

* Backup power

= Choice of one-sided or double-sided pedals for adjustable
height of undercarriage

* Antistatic wheels

TECHNICAL SPECIFICATIONS

Typa designation
Pawer valtage
Power input
Height
ersion with height adpustable undercarriage
Length
Width

Weight
Mersion with height adjustable undercarriage

Moise level inside the cancpy (without O, dasing)

Edectric bed positi ({Treng
Temperature made [servo controlied)

@ and anti-Trene &

Air temperatisne mode (adjustment range)
alrlzmnz;ali.m uﬂ'm:lmém:mr e c

Body temperature mode [adjusiment rarge)

Body temperature adjustment over 37.0 °C
AuAcmatic adjustment of lower and upper slarm Bmits

Range of displayed temperatune values
Temperature measurement acouracy

Temperature control accuracy

0., mode |servs contralled)

01, concentration adjustment (2djustment range)
The range of (0, concentration on the desplay
Attainable O, concentration inside the incubator

0, concentration measurement accuracy

0, regulation accuracy

Relative humidity mode {senn controlled)

RH adjustment {adjustment range)
AH display range

Attainabie RH inside the incubatar
RH mezsurement HEEI.I.IL":. -

BH regulation accuracy

Water tank

5k-810-1

MO/ 120/230 WV / 50-60 Hz ~
wilh fized height: 550 VA

with adjustable height: 00 Vi
1450 mm

1320-1520 mm at the top cover
IBF5-1775 mm at the |V pole
150 mm

410 mm

9 kg
104 kg

max. 38 48
|-

20,0 "C-3F.0 °C, in @1 °C increments

A7 SG-39.0 °C, in 0.1 *Cincrements

anly upen special operator’s inbervention by pressing the > 37 °C key
34.0 "C-37.0 °C, in 0.1 "C increments

371 "C-39.0 °C, in 0.1 "Cincrements

anly upon special operators intervention by pressing the = 37 °C key
=2 °C from the reguired adjusted air temperature

+1 “G from the required adjusied body temperatune

WO *C-45.0 °C

+0.1°C +1 digit

#0.3 “C trom the adpusted valus

22-75 %, in 1 % increments
=100 %

TERO,

=3% 4 digie

1.5 % 0, from the adjusted valus

40-%5 %, in 1% increments
-5 %

98 %

5% 41 digie
f!!.lmrr}-mnad]w!ndmu
1.8 | demineralzed water

‘Wekghing mode

Soales range
Range of displayed weight values
Foales accurscy

Resolutkan
Becords

integratad monitoring of vital functions Masimo rainbow

max. & kg

-6 kg

=2 g +1 digit [from 0 kg to 1 kg)
+% g +1 digit [from 1 kg to 3 kg)
10 g +1 digit (from 3 kg to 4 kgj
perlg

waight trends

weight increments

Oxrygen Saturation (Spoh}
Range of Gisplayed 590,
 MaRsUBTBRL SCCUTACY, 10 Malion (AMS)
Pulse Rate
Farge of displayed pulse
Mrasuremant aoouracy, ma matian (RMS)
Pl
Rarge of displayed FI
Measuremant sccuracy, no matian (RMS|
PV
Range of displayed FVi

Range of displayed SpHb

M:asmm:ntwcural:y.lhu mation (RME]

100 %
3 % 41 digit within 70-100 % Sp0,

25-240 bpm
23 bpm £1 digh

0-20%
+10 % af Pl

o-100 %
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WE PROTECT
OUR FUTUR

TSE products help newborn ba

MANUFACTURER DISTRIBUTOR

TSE spol. sr.o
Manesova 74, 371 52 Ceské Budéjovice, Czech Republic
medical@tse.cz, www.tse-medical.cz

EMPHASIS ON QUALITY LICENCE

o GE Qs Ol

ISO 9001 150 13485

B %

bies in
Made in the Czech Republic ilmost 60 countries around the world

Ref. numbser: SHELLY 07 / 2019
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